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IN8PECIION REPORT

INSPECTION DATE & TIME: 11 June,  L992
8 :3O a .  m .  t o  1 :00  P .  m .

Type of Mining Activity: Underground_X_ Surface_ Other_
County:_!44
Company Off ic ial(s):Jav Marshal l ,  Larrv Johnson, Lannie Burnsides
Sta te  O f f i c i a l s ( s )  s  James  D .  Smi th
Federal  Of f ic ia l (E)  :  none
Part ia l :_  Complete: - !
Weather Conditions:

1. PERI{ITS
2. SIGNS AND MARKERS
3.  TOPSOTL
4. HYDROLOGIC BALANCE:

A. STREAM CHANNEL DIVERSIONS
b. DIVERSIONS
C. SEDII.{ENT PONDS AND IMPOUNDMENTS
d. OTHER SEDII4ENT CONTROL I.{EASURES
e. SURFACE AND GROUNDTIATER I,IONITORING
f . EFFLUENT LII'{ITATfONS

5. EXPLOSIVES
5. DISPOSAL OF DEVELOPI,TENT WASTE & SPOIL
7. COAL PROCESSING WASTE
8. NONCOAL WAS?E
9. PROTECTION OF FISH, WILDLTFE AND

RELATED ENVIRONUENTAL VALUES
10. SLIDES AND OTHER DAI.IAGE
11. CONTEI.{PORANEOUS RECLAI{ATION
12. BACKFILLING AND GRADING
13. REVEGETATION
14. SUBSIDENCE CONTROL
]-5. CESSATION OF OPERATIONS
15. ROApS

a. CONSTRUCTION
b. DRAINAGE CONTROLS
C. SURFACING
d. MAINTENANCE

17. OTHER TRANSPORTATION FACILITIES
18. SUPPORT FACILITIES

UTILITY INSTALLATIONS

Permittee and/or Operator'E Name:
Buginess Address:
Mine Name: Crandall Canvon

Genwal Coal ComPanY
P. O.  Box 1201'  I lunt inoton '  UtEh 845?9

Permit Number: AcT/015/032

Date of last fnspection:L@-.-82-
Sunnv'  low 7O's, l iqht breeze

COMI,TENTS
(x )
(x )
( )

Acreage: Permitted- 2]-65.42 Disturbed- 5.55 Regraded- O.5 Seeded--.!L
Bonded- 5.55 Enforcement Action: --@-

COMPITIANCE WIIE PENUITS ElrD PERFONURTCE STETDARDS
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DATE OF INSPECTION: 11 JUNE' 1992

(Comments are Numbered to Correspond with Topics Listed Above)

1.  Permi ts

A revised Surface Facil i t ies Map, Plate 3-1, has been
submitted to DOGIT{ in response to NoV 9l--15-2-3. Copies of
Plate 3-1 and a new surface drainage map were provided for
the inspection by Genwal. From this inspection it appears
locations of a1l surface faci l i t ies eonform to Plate 3-1.
The new fan and associated transformer are still labeled as
proposed. A proposed addition on the west end of the

2 .

maintenance building is also shown on Plate 3-1. Drainage
control is on a separate map, and the only discrepancy noted
is straw bales used to direct flow from a small area into
the sediment pond are not on the map.

Signs and Markers

A large rock overhanging the road to the portal and
adjacent broken rock are to be removed to comply with I,ISHA.
Genwal feels this can be done without going beyond the
disturbed area boundary above the road. In a fo1low-up
phone conversation on L2 June, Jay Marshall  was told to
proceed because of the danger that a rock fatl or slide
could injure miners, but tfiat if disturbance extends beyond
the current disturbed area boundary, Genwall could be
subject to an NOV and would need to submit an amendment to
the plan to cover the change.

Sediment Ponds and Impoundments

The sediment pond was being cleaned during the
inspection. This has been an ongoing project for
approxirnately a monthy Steve Demczak made note of it during
his May 12 inspection.

The slurry of sediment and water frorn the pond is too
l iquid for transport and disposal. Up unti l  this week,
Genwal has been inpounding slurry in the temporary waste
disposal area and allowing it to dewater, but because of
linited space only a small part of the slurry can be removed
at a time and the pond has been refilling with water before
the next load could be removed. Genwa1 is now solidifying
the slurry in place in the pond by adding fine, dry material

4 . c
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and mixing with a backhoe. The solidified material is then
loaded into trucks and hauled directly to the Wellington
Loadout, approved for ternporary disposal of the waste. The
dry rnaterial being added is from the pit operating at the
mouth of Wellington Canyon to provide fill for the road
construction going on there. It is waste rnaterial too fine
for construction use.

Genwal estimates that by using this method, the pond
wil l  be cleaned, rel ined with bentonite, and ready to accept
runoff by Tuesday, June 1-6. The sediment level markers,
emergency spillway, and other features of the pond can then
be restored to specs. The load of slurry that is dewatering
at the temporary waste disposal site should be dry enough to
remove in two weeks.

The piezometer in the sed pond ernbankment was monitored
when cleanout start,ed. I discussed with Lannie and Larry
the procedure outlined on page 7-88 of the MRP for
monitoringr this piezometer during pond cleanout, and
reconmended regular monitoring for the next month because of
the length of time involved in this particular cleanout.

4.e Surface and Ground Water Monitorinq

Monitoring results from the first quarter ltere checked
and were in compliance with the plan. Springs were not
monitored because of snow cover. Monitoring has not been
done for the eurrent quarter.

16.b. and d. Road Drainage Controls and Maintenance

Genwal has been in discussions with the USFS about the
mine access road, and plans are being made to control runoff
from the road and the drainage along side the road. USFS
wants Genwa1 to reclairn the gravel pad below the lowest
topsoil storagre pile and redirect the roadside drainagre
there to prevent undercutting of the road. Genwal expects
to have most of the work done this sunrmer.

Copy of this Report:
Mailed to: Brian Smith-oSM, Jay Marshall-Genwall CoaI Co.
Given to:

Inspector,s Signature: Datez L2 June,  L992


